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ÐåñéãñáöÞ: Óôåãáíü ìðïõôüí ìå Led, ðëáóôéêü & ãõÜëéíï óôïé÷åßï, åðßôïé÷ï 

Ðéóôïðïßçóç: CPD

ÔÜóç Ëåéôïõñãßáò: 24 vdc

ÊáôáíÜëùóç Ñåýìáôïò:    -

¸íôáóç ¹÷ïõ:   -

Ôüíïé ¹÷ïõ:   -

Áðüäïóç Öùôåéíüôçôáò:   -

ï ïÈåñìïêñáóßáò Ëåéôïõñãßáò: - 25  - +70  C

Âáèìüò Ðñïóôáóßáò: ÉÑ67

Õëéêü ÊáôáóêåõÞò: ABS

×ñùìáôéóìüò: Êüêêéíï

ÂÜñïò: 0,29 Kg

ÄéáóôÜóåéò: H110XL110XW65mm

CXL
ÏéêïãÝíåéá Ðñïúüíôïò: CXL Ìðïõôüí 
Êùäéêüò Ðáñáããåëßáò: CXL 3017
Êùäéêüò Äçìéïõñãßáò:  
CXL/GP/R/BB/470/680/WP

ÐåñéãñáöÞ: Ìðïõôüí ãåíéêÞò ÷ñÞóçò

Ðéóôïðïßçóç: ATEX Ex II 2GD

ÔÜóç Ëåéôïõñãßáò: 0-28 vdc

ÊáôáíÜëùóç Ñåýìáôïò:   -

¸íôáóç ¹÷ïõ:   -

Ôüíïé ¹÷ïõ:   -

Áðüäïóç Öùôåéíüôçôáò:   -

ï ïÈåñìïêñáóßáò Ëåéôïõñãßáò: - 20  -  + 50  C

Âáèìüò Ðñïóôáóßáò: IP66/67

Õëéêü ÊáôáóêåõÞò: GRP ìå ðñïóôáóßá äéÜâñùóçò

×ñùìáôéóìüò: Êüêêéíï

ÂÜñïò: 1,2 kg

ÄéáóôÜóåéò: H126XW120XD75mm

BG 
ÏéêïãÝíåéá Ðñïúüíôïò: BG Ìðïõôüí 
Êùäéêüò Ðáñáããåëßáò: PX800003
Êùäéêüò Äçìéïõñãßáò:  
BGEB4B6B1DSN6R

ÐåñéãñáöÞ: Ìðïõôüí ãéá ÷ñÞóåéò Ðõñáíß÷íåõóçò, Áíôéåêñçêôéêü

Ðéóôïðïßçóç: ATEX Ex II 2GD

ÔÜóç Ëåéôïõñãßáò: 0-28 vdc

ÊáôáíÜëùóç Ñåýìáôïò:   -

¸íôáóç ¹÷ïõ:   -

Ôüíïé ¹÷ïõ:   -

Áðüäïóç Öùôåéíüôçôáò:   -

ï ïÈåñìïêñáóßáò Ëåéôïõñãßáò: - 20  -  + 50  C

Âáèìüò Ðñïóôáóßáò: IP66/67

Õëéêü ÊáôáóêåõÞò: GRP ìå ðñïóôáóßá äéÜâñùóçò

×ñùìáôéóìüò: Êüêêéíï

ÂÜñïò: 1,2 kg

ÄéáóôÜóåéò: H126XW120XD75mm

BG  2
ÏéêïãÝíåéá Ðñïúüíôïò: BG2 Ìðïõôüí 
Êùäéêüò Ðáñáããåëßáò: PX800004
Êùäéêüò Äçìéïõñãßáò: BG2EDC1NR
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×åéñïêßíçôç åéäïðïßçóç: Äéáêüðôåò áíáããåëßáò êéíäýíïõ

ÐåñéãñáöÞ: Ìðïõôüí ãéá ÷ñÞóåéò ÅóùôåñéêÞò ÁóöÜëåéáò, Áíôéåêñçêôéêü

Ðéóôïðïßçóç: ATEX Ex II 1G

ÔÜóç Ëåéôïõñãßáò: 0-28 vdc

ÊáôáíÜëùóç Ñåýìáôïò:   -

¸íôáóç ¹÷ïõ:   -

Ôüíïé ¹÷ïõ:   -

Áðüäïóç Öùôåéíüôçôáò:   -

ï ïÈåñìïêñáóßáò Ëåéôïõñãßáò: - 55  -  + 55  C

Âáèìüò Ðñïóôáóßáò: IP66/67

Õëéêü ÊáôáóêåõÞò: GRP ìå ðñïóôáóßá äéÜâñùóçò

×ñùìáôéóìüò: Êüêêéíï

ÂÜñïò: 0,5 kg

ÄéáóôÜóåéò: H93XW93XD62mm

BG3
ÏéêïãÝíåéá Ðñïúüíôïò: BG3 Ìðïõôüí 
Êùäéêüò Ðáñáããåëßáò: PX800007
Êùäéêüò Äçìéïõñãßáò: BG3I1NBR

ÐåñéãñáöÞ: Ìðïõôüí Ðßåóçò ÕøçëÞò ÁóöÜëåéáò, Áíôéåêñçêôéêü

Ðéóôïðïßçóç: ATEX Ex II 2GD

ÔÜóç Ëåéôïõñãßáò: 0-28 vdc

ÊáôáíÜëùóç Ñåýìáôïò:   -

¸íôáóç ¹÷ïõ:   -

Ôüíïé ¹÷ïõ:   -

Áðüäïóç Öùôåéíüôçôáò:   -

ï ïÈåñìïêñáóßáò Ëåéôïõñãßáò: - 20  -  + 50  C

Âáèìüò Ðñïóôáóßáò: IP66/67

Õëéêü ÊáôáóêåõÞò: GRP ìå ðñïóôáóßá äéÜâñùóçò

×ñùìáôéóìüò: Êüêêéíï

ÂÜñïò: 1,2 kg

ÄéáóôÜóåéò: H126XW120XD114mm

PB
ÏéêïãÝíåéá Ðñïúüíôïò: PB Ìðïõôüí 
Êùäéêüò Ðáñáããåëßáò: PÂ800008
Êùäéêüò Äçìéïõñãßáò: PBWN4B6B0DSN6R

ÏÄÇÃÏÓ Ó×ÅÄÉÁÓÌÏÕ ÐÑÏÚ¼ÍÔÏÓ

Ï ó÷åäéáóôÞò ôïõ óõóôÞìáôïò ìðïñåß íá ðåñéãñÜøåé ìüíïò ôïõ ôï ðñïúüí ðïõ êáëýðôåé ôéò ôõ÷üí éäéáéôåñüôçôåò ìßáò åöáñìïãÞò, 
âáóéæüìåíïò óôá ðñþôá øçößá ðïõ ÷áñáêôçñßæïõí ôï åßäïò êáé ôï ôýðï ôïõ ðñïúüíôïò (Ìðïõôüí) êáé óôçí óõíÝ÷åéá íá åðéëÝîåé ôá 
äéáèÝóéìá êáôÜëëçëá ÷áñáêôçñéóôéêÜ ðïõ ôïõ ðáñÝ÷åé ï Ïäçãüò Ó÷åäéáóìïý Ðñïúüíôïò êáé íá ðñïäéáãñÜøåé ìå áðüëõôç ëåðôïìÝñåéá 
ôçí óõóêåõÞ ðïõ Ý÷åé êñßíåé ùò ðëÝïí êáôÜëëçëç ãéá ôçí ÷ñÞóç ôïõ èÝëåé.

ÐÁÑÁÄÅÉÃÌÁ: 

Ôýðïò: CXL= Call Point with Led Ìðïõôüí ìå Led
Õëéêü Èñáýóçò: GP = Glass & Plastic Element Ãõáëß êáé ðëáóôéêü 
×ñþìá: R= Red Êüêêéíï

Y= Yellow Êßôñéíï
G= Green ÐñÜóéíï

Êõôßï Ôïß÷ïõ: BB = Back Box Êõôßï Ôïß÷ïõ
¸îïäïé êáé áíôéóôÜóåéò: 470/680= 
ÅðáöÝò: CO= Free contacts for 230 vac
Óôåãáíüôçôá: WP= Weatherproof Óôåãáíü  ÉÑ 65

Êùäéêüò Ðñïúüíôïò:
CXL/GP/R/BB/470/680= Ìðïõôüí ìå Led,ìå ãõáëß êáé ðëáóôéêü Êüêêéíï, åðßôïé÷ï
CXL/GP/R/BB/470/680/WP= Ìðïõôüí ìå Led, ìå ãõáëß êáé ðëáóôéêü Êüêêéíï, åðßôïé÷ï, óôåãáíü ÉÑ 65
CX/GP/Y/BB= Ìðïõôüí ìå ãõáëß êáé ðëáóôéêü, êßôñéíï, åðßôïé÷ï
CXM/CO/P/R/BB= Ìðïõôüí ìå åëåýèåñåò åðáöÝò, êüêêéíï, åðßôïé÷ï

ÄÉÁÊÏÐÔÅÓ ÁÍÁÃÃÅËÉÁÓ (ÌÐÏÕÔÏÍ)
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Ïäçãüò Ó÷åäéáóìïý Ðñïúüíôïò

Lift Flap Code

Fitted* F

Not Fitted N

Model/Voltage Code

BG2W – AC or DC    BG2WNN
BG2I – Up to 28V (I.S.) BG2INN
BG2E – DC BG2EDC

BG2E – AC BG2EAC

Finish Code

Red Painted R

 

Wiring Diagram (as above) Code

Switch only 1
End of line resistor 2*
In line resistor 3*
In line and end of line resistor 4*
Diode (specify location & value)   5

*(Specify resistor values)

*Polycarbonate lift fap.

  Model Certifcation Entries Labels Switches Features Terminals Finish

Switches Code

Single changeover *S
Double changeover *D

*Prefx with voltage
A for A.C. – D for D.C.
except for BGI.

 Model

BG
 PB

Entries Code

16mm *A
20mm *B
1/ 2" NPT *C

*Prefx entry size
with entry position code

UL & CSA versions only 
1available with / 2" NPT 

entries.

Labels Code

None 0
Glass label (1) reqd. 1
Glass label (2) reqd. 2
Glass label (3) reqd. 3
Duty label reqd. 4
Tag label reqd. 5

Specify wording on 3, 4 or
5 as required.

Features Code

None N
LED A
Lift Flap (BG only) B
Resistor Series *C
Resistor EOL *D
Diode† E
Earth Continuity** F

†Turn & Push (PB only)  T
Self reset (PB only) M

‡Resistor Series & EOL  *S
Plastic element replaces
Break glass P
*Specify values
†Not available for UL/CSA  
 versions.
‡Choose for BGE or PBE only – on 
BGI/W or PBI/W choose C & D

** Must be selected when selecting   

Finish Code

CSA certifcation

Red (Standard)  R
Natural Black N
Blue B
Yellow Y
Grey G
Yellow/Black

Stripes X
Other – specify S

Certifcation Code

ATEX/CENELEC – EExe EB
ATEX/CENELEC – EExi IB
CSA – Exi (PBI only) IC
UL – Listed UL
UL - Ordinary locations  UW
GOST ‘R’* – Exi IG
GOST ‘R’* – Exe EG
GOST ‘K’ – Exi (PBI only) IK
Chinese – Exe EQ
Chinese – Exi IQ
Inmetro – Exe EM
Inmetro – Exi IM
Uncertifed WN

*BGUL only available with 
  six terminals

Terminals Code
2*6 x 2.5mm  (standard) 6

27 x 2.5mm  (standard) 7
2 9 x 2.5mm  (optional) 9*VNIIPO approved as standard

BG/   PB

BG3

Entries

2x20mm 
  (bottom) 
2 x 20mm 
   (top)

Code

B 
 
T

Colour

Painted Red 
Blue 
Green 
White 
Yellow 
Special

Code

R 
B 
G 
W 
Y 
S

Code

Glass Label 
Fire Break Glass P' ress Here '
Break Glass 'Press Here '
Special 
European Standard (draft) 

Duty Label (special) 
(Burning House       as standard)

Specify wording on '3','5' & '6'

Label Type

 
1 
2 
3 
 
4

5 

6

None  N 
Resistor Series *S  
Resistor EOL *E 
Diode D 
Polycarbonate Lift fap F
Stainless steel Lift fap C 
LED L 
Double changeover T 
Plastic Element P

Feature

 (replaces break glass)

Code

* Please specify

 Model Certifcation Labels Features Entries Body Colour

CodeCertifcation

Weatherproof W
EExia I
Chinese (CQST) Q  

For blanking plugs 
add “P’ to code.

e.g. BP, 2 x 20mm 
bottom entries with 
one blanking plug.

Tag label

BG3

BG2

e.g. 1A, 2A.


